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212TH WAY SE - CONSTRUCTION CENTERLINE ALIGNMENT

SEGMENT S?',E]('BIIC')\IN N(:)BIE%PNG EEE(T;IIIZIG ST%I'PON NOE’?‘I-?ING EAES'#'PNG DISTANCE | BEARING [RADIUS [ TANGENT LCEUN%VTE DELTA

L1 0+00.00 210,347.924 | 1,336,577.700 | 2+63.18 210,610.961 | 1,336,569.080 263.18 N1°52'37"W

C1 2+63.18 210,610.961 | 1,336,569.080 | 4+74.96 210,775.763 | 1,336,679.454 170.00 122.11 211.78 71°22'37"
L2 4+74.96 210,775.763 | 1,336,679.454 | 6+10.57 210,823.256 | 1,336,806.479 135.61 N69°30'00"E

c2 6+10.57 210,823.256 | 1,336,806.479 | 7+41.03 210,880.862 | 1,336,923.291 650.00 65.45 130.46 11°30'00"
L3 7+41.03 210,880.862 | 1,336,923.291 | 8+22.47 210,924.013 | 1,336,992.348 81.43 N58°00°00"E

c3 8+22.47 210,924.013 | 1,336,992.348 | 9+96.42 210,981.742 | 1,337,154.993 400.00 88.37 173.95 24°55'01"
L4 9+496.42 210,981.742 | 1,337,154.993 | 10+51.98 | 210,988.593 | 1,337,210.132 55.56 N82°55'01"E

C4 10+51.98 | 210,988.593 | 1,337,210.132 | 12+79.09 | 211,071.101 | 1,337,419.147 450.00 116.03 227.11 28°55'01"
LS 12+4+79.09 | 211,071.101 | 1,337,419.147 | 13+44.37 | 211,109.468 | 1,337,471.954 65.27 N54°00'00"E

C5 13+44.37 | 211,109.468 | 1,337,471.954 | 15+07.32 | 211,231.098 | 1,337,578.341 364.00 82.86 162.95 25°38'57"
L6 15+07.32 | 211,231.098 | 1,337,578.341 | 15+55.94 | 211,273.885 | 1,337,601.428 48.62 N2821'03"E

cé 15+55.94 | 211,273.885 | 1,337,601.428 | 17+88.87 | 211,391.853 | 1,337,790.281 225.00 128.12 232.93 59°18'57"
L7 17+88.87 | 211,391.853 | 1,337,790.281 | 19+05.93 | 211,396.619 | 1,337,907.241 117.06 N87°40'00"E

c7 19+05.93 | 211,396.619 | 1,337,907.241 | 224+15.90 | 211,624.461 | 1,338,018.367 144.00 267.06 309.97 123°20'00"
L8 22+15.90 | 211,624.461 | 1,338,018.367 | 24+31.93 | 211,799.970 | 1,337,892.407 216.03 N35°40°00"W

c8 24+31.93 | 211,799.970 | 1,337,892.407 | 25+71.06 | 211,892.189 | 1,337,789.687 321.00 70.67 139.13 24°50'00"
L9 25+71.06 | 211,892.189 | 1,337,789.687 | 26+16.19 | 211,914.414 | 1,337,750.405 45.13 N60°30°00"W

Cc9 26+16.19 | 211,914.414 | 1,337,750.405 | 27+32.72 | 211,988.197 | 1,337,660.978 333.00 58.87 116.53 20°03'00"
c10 27+32.72 | 211,988.197 | 1,337,660.978 | 28+77.19 | 212,116.070 | 1,337,596.793 300.00 73.66 144.47 27°35'30"
c11 28+77.19 | 212,116.070 | 1,337,596.793 | 29+82.93 | 212,221.098 | 1,337,593.561 273.00 53.54 105.74 22°11'30"
L10 29+82.93 | 212,221.098 | 1,337,593.561 | 30+88.09 | 212,324.871 | 1,337,610.617 105.17 N9°20°'00"E
c12 30+88.09 | 212,324.871 | 1,337,610.617 | 32+38.05 | 212,435.953 | 1,337,701.105 144.00 82.58 149.96 59°40’00"
L11 32+38.05 | 212,435.953 | 1,337,701.105 | 34+13.07 | 212,498.676 | 1,337,864.504 175.02 N69°00°00"E
C13 34+13.07 | 212,498.676 | 1,337,864.504 | 34+95.86 | 212,518.482 | 1,337,944.669 333.00 41.61 82.79 14°14'40"
C14 34+95.86 | 212,518.482 | 1,337,944.669 | 37+39.31 | 212,629.138 | 1,338,155.447 333.00 127.45 243.44 41°53'13"
L12 37+39.31 | 212,629.138 | 1,338,155.447 | 39+59.68 | 212,794.553 | 1,338,301.062 220.38 N41°21'27"E

L13 39+59.68 | 212,794.553 | 1,338,301.062 | 40+30.33 | 212,846.797 | 1,338,348.621 70.65 N42°18'45"E
C15 40+30.33 | 212,846.797 | 1,338,348.621 | 41+82.40 | 212,983.795 | 1,338,408.058 231.00 78.90 152.07 37°43'03"
c16 41+82.40 | 212,983.795 | 1,338,408.058 | 42+48.75 | 213,050.086 | 1,338,410.062 664.00 33.20 66.35 543'31"
L14 42+48.75 | 213,050.086 | 1,338,410.062 | 44+00.00 | 213,201.308 | 1,338,407.079 151.25 N1°07'49"W
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1 GENERAL NOTES: Sof |®
— 1. ALL MATERIALS AND WORKMANSHIP SHALL BE FURNISHED AND SUPPLIED E 22
IN ACCORDANCE WITH THE 2014 WASHINGTON STATE DEPARTMENT OF o o
TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD, BRIDGE AND o
J— MUNICIPAL CONSTRUCTION AND THE CITY OF SAMMAMISH PUBLIC WORKS
| | STANDARDS UNLESS OTHERWISE SPECIFICALLY NOTED. -
[}
L 2. THE CONTRACTOR SHALL BE RESPONSIBLE TO CONTACT AND COORDINATE =
_ / WITH ALL UTILITY COMPANIES IN ORDER TO ASSURE THAT ALL LINES,
™~ PIPES, POLES AND OTHER APPURTENANCES ARE PROPERLY LOCATED,
SECURED, AND/OR PROTECTED. BURIED UTILITIES (WHERE KNOWN) ARE
SHOWN IN THEIR APPROXIMATE LOCATION. THE CONTRACTOR SHALL
HAVE UTILITIES VERIFIED ON THE GROUND PRIOR TO ANY CONSTRUCTION.
NOTIFY THE UNDERGROUND UTILITIES LOCATE CENTER: 1—B800-424—5555.
3. THE CONTRACTOR SHALL HAVE A COPY OF THESE PLANS, ANY ADDENDA,
E— CHANGE ORDERS AND THE CONTRACT SPECIFICATIONS ON THE JOB SITE
WHENEVER CONSTRUCTION IS IN PROGRESS.
4. THE CONTRACTOR SHALL PROMPTLY NOTIFY THE ENGINEER IN THE EVENT
OR DISCOVERY OF UNSUITABLE SOILS OR HIGH GROUND WATER
CONDITIONS OR DISCREPANCIES FROM THE PLANS.
5. WHEREVER PLANS REFER TO "SAWCUT" OF ASPHALT CONCRETE
PAVEMENT OR OIL MAT, OR CONCRETE SURFACE, THE CONTRACTOR
SHALL PERFORM A "NEAT LINE CUT” PER SPECIFICATIONS.
6. CATCH BASINS AND CURB INLETS AT FLOWLINES HAVE BEEN SHOWN IN
GENERAL WITH A RELATIVE STATION AND OFFSET. THE INTENT OF THIS
PROJECT IS TO LOCATE THE CATCH BASINS AND CURB INLETS IN THE
FLOWLINE AT THEIR RESPECTIVE ELEVATIONS.
7. THE CONTRACTOR SHALL MAINTAIN A CLEAN LEGIBLE SET OF RECORD
DRAWINGS AND PROVIDE A SET TO THE OWNER PRIOR TO )
DEMOBILIZATION OF THE SITE. SEE SPECIFICATIONS. & i
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SD-1 - SD-8 STORM DETAILS S Iz
S-1 - $-3 STRUCTURAL DETAILS u E
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_________ )% VERTICAL DATUM SURVEY CONTROL TABLE .
SE 34TH STREET NAVD 88 - §
i YV wl POINT | NORTHING EASTING ELEV. DESCRIPTION 0f, &:
) | | : | 1 203789.20 1337969.74 5450 |SFM, WSDOT IS1788 E g el
S o
L w, SFMC = SURVEY FOUND MONUMENT IN CASING, LEAD IN TACK, SET IN CONC IN u 38
/%@_ [ I = ; SE 34TH PLACE 2 211821.18 1335693.88 134.64 |CASING, 1/4 CORNER SECTIONS 8,17, WGS 2250 KING COUNTY. -8 g E?
» Z o
/N W } T SFMC, 17 LEAD WITH TACK IN 4x4 CONC POST, SET IN CASING, N. SIDE OF ZSs
Y (‘\Q | { :I /@ 100 | 213732.66 1337724.27 41371 |J'E 34T ST, GPS PT #4 @ln 53
6 /1S /A N I O O Y o 53
[ /S S SFMC, LEAD WITH TACK SET IN CONC IN CASING, N. SIDE OF INTERSECTION OF ZZ2
l‘:é V4 A '| F \\\ 101 2137144 1338411.26 427.33 | CENTERLINE OF 212TH AVE S.E., AND S.E. 34TH ST. GPS PT #3 g zp
~
S // | NN L SSNT= SET MAG NAIL WITH TAG STAMPED "G&0 CONTROL", 3.0' W. OF E. ROAD p £z
_ | ) ~L T\ 102 | 213202.69 1338418.42 421.63 |CURB FLOWLINE OF 212TH WAY, S. OF INTERSECTION WITH S.E. 35TH WAY, W. Z 52
] \ /N Sz OF 35MPH TRAFFIC SIGN, APPROXIMATELY 15’ S. OF P.C. GPS PT #7 Sh
2000 100 0 290° 4Q0° / I \\‘“/“61/"14/ SSNT, E./S.EE. TOP BACK CURB, 5.0° WESTERLY OF SOLID LID DRAIN CATCH K RE
! 1 y | [ 4 103 | 212870.62 1338393.15 397.07 |BASIN IN SIDEWALK, APPROX +/— 75' N./N.E. OF CENTERLINE OF S.E. 40TH g
s f ST.
SCALE: 17=200 - — Lj \ - Ll ) 108 | 21270135 1338366.43 400,02 |STMC, 1 3/47 BRASS CAP WITH PUNCH IN 4x4 CONC POST, CENTERLINE S.E.
| \! . - -02 | 40TH ST. AT PT/PC.
| / | 105 | 21261068 133832355 403.61 |STMC, 1 3/4" BRASS CAP WITH PUNCH IN 4x4 CONC POST, CENTERLINE S.E.
/ ,- | _ - - 61 |20t st
/ 7 . 7 106 | 21258547 1338141.62 356.00 |SSC = SURVEY SET CROSS, PUNCH IN W./N.W. CORNER OF DRAIN CATCH 2l B| k| 8 9
Y / | - . -00 |BASIN LID ON SOUTHERLY SIDE OF 212TH WAY. Rl gl &| 2| 2
SSHT = SURVEY SET HUB & TACK, +/— 4.0°' SOUTHERLY FROM FEATURE g | oa
/ ) /7 ! / 107 | 212419.01 1337641.97 326.58 | SSHT = SUF ¢! . gl 8
— ni x [e)
o —— - SFMC, 1 1/2” BRASS CAP WITH PUNCH, SET IN CONC. IN CASING, CENTERLINE i | 5| 8
/ S 4 NG 108 | 210283.95 1336199.45 38.39  |R0AD, E. OF DRIVEWAY TO HSE #4227. E g = £ &
SE 37TH STREET . . sl | o| O <
€ / [ SFMC, 1 3/4” BRASS CAP WITH PUNCH IN 4x4 CONC POST IN CASING, 3.7
% N SF v 100 | 21043543 1336204.72 48.41 |SOUTH—EASTERLY FROM ROAD CURB FLOWLINE AT NORTHERLY SIDE OF =
1\,\\!‘1 5~ I DRIVEWAY TO HOUSE #4215, KING COUNTY #S3. £
MLm= S SSNT, 0.50° N.E. FROM S.W. ROAD EDGE ASPHALT ALONG EDGE OF LANDSLIDE "
p _ < 110 | 210450.73 1336364.07 59.46 |PARKING, 7.0° N. FROM SEWER WASTE MANHOLE, +/— 65 NORTH—WESTERLY g
T 3 FROM END OF S. WALK AT INTERSECTION WITH 212TH WAY S.E. 3
% g SSNT, 2.5 S.E. FROM SOUTHERLY END OF SIDEWALK AT INTERSECTION OF >
o~ N\ 111 | 21032490 1336583.67 62.05 |212TH AND EDGE OF LANDSLIDE PARKING, 5.5' S.MW. FROM SOUTHERLY S
NG - - 05 | CHANNELIZATION PAINTED FOGLINE, NORTH-WESTERLY SIDE OF ENTRANCE TO x 9
v SHORE LANE S.E. <X
SFMC, NAIL IN CONC IN 4" PVC TUBE IN CASING AT INTERSECTION OF 212TH o0 z
112 | 21437847 1338438.30 42072 | SPMC, NAIL IN CONC 1N 4% § g DD: 5
SFN = SURVEY FOUND NAIL, 60D NAIL WITH FLAGGING, 2.0' BEHIND FEATURE =y o
13 | 212063.01 1337599.00 29220 (3PN = SURVEY FOUND NAL, 6C S0 <|7> @
114 | 21184242 1337843.04 265.47 |SSNT, IN FOGLINE W. SIDE OF ROAD. E 2=
SSNT, 3.5° FROM CHANNELIZATION PAINTED FOGLINE, 3.5' FROM ROAD EDGE a 9
15 | 21147332 1338123.07 234.97 | ASPHALT, +/— 30° S. FROM WATER FIRE HYDRANT, OUTSIDE OF HAIRPIN TURN. O
~ SSNT, IN NORTHERLY CHANNELIZATION PAINTED FOGLINE, AT WESTERLY SIDE OF -
S 116 | 211403.90 1337946.93 220.36 [SSNT N NORTHERLY CHANNEL s
B, O\ 17 | 21137252 1337692.47 201.56 |SSNT, +/— 1.0' S. OF NORTHERLY CHANNELIZATION PAINTED FOGLINE.
e AN 118 | 21272683 1338219.98 369.90 |SSHT, +/— 5 NW FROM GUARD RAIL. +/— 140’ SW OF DRIVEWAY.
NN y y
o SSS, 60D NAIL WITH WHISKERS. +/— 5 N. OF N. EDGE OF ASPHALT. +/— 13
\\\ 19| 212521.22 1337883.88 34370 |NE OF ANGLE POINT ON N. EDGE ‘OF ROAD.
| N \\ 120 | 212202.62 1337584.73 301.18 |SSNT, IN WEST FOG LINE ALONG 212TH. 3’ E. OF GUARD RAL.
1
o N SSNT, +/— 0.2' E. OF W. REA. +/— 60' NW OF CULVERT HEADING SOUTH ON
! N \\ 121 212064.19 1337602.36 29237 | OPPOSITE SIDE OF ROAD. AT APPROXIMATE 1/2D OF CURVE.
\ IX SSN, 60D NALL WITH WHISKERS. 3.5° WLY OF W. GUARD RAIL. +/— 25 N'LY
i ] / 122 | 21194325 1337679.69 281.39 (SO, 00 AL T oK
1 > 123 | 21250045 1337646.50 316.86 |SSHT, IN DIRT AT TOP OF BANK AT CURVE.
o5 == _ 126 | 212155.31 1337576.79 208.62 |SSHT, TOP OF BANK. OUTSIDE OF GUARD RAIL. +/— 3' W. OF WEST EDGE OF
P - - -62 | ASPHALT.
< SSHT, 4 E OF WOOD FENCE. W. SIDE OF DRIVEWAY ENTRANCE TO
\}0 125 | 211626.96 133787142 | 21574 |SSHT & E OF WO
«\x? 126 | 211409.56 1337940.73 219.37 |SFN, 60D NAIL. 5' N OF EDGE OF ASPHALT. 3’ E. OF E. END OF GUARD RAIL.
2 (//p,ﬁ 127 | 211375.25 1337680.68 200.17 |SSS, METAL SPIKE IN DIRT, +/— 6 NW OF GUARD RAIL.
5) "
P ) SSN, 60D SPIKE, +/—6' SW OF SW EDGE OF DRIVEWAY. +/— 10 NE OF
;;:7 128 | 21118257 1337576.93 190.03 |20 VeRTS, 4/e' o 'St OF S EDOE OF ROAD.
& 120 | 211861.54 1337811.39 266.53 |SSHT, 3 W. OF GUARD RAIL. SET IN GRAVEL, IN SLIGHT STRAIGHT AWAY.
) ; S S
N SSNT, AT N'LY EDGE OF PAVEMENT. 3' NW OF FOG LINE. +/— 20' E-NE OF
130 | 211058.19 1337373.42 167.80 | AT ot o
SSNT, 1.5° N.W. OF FOGLINE OFF OF TELEPHONE POLE, 40' N. OF END OF
150 | 210705.81 1336576.90 8228 [SSNT 15 ! : ©
SSNT, N.W. SIDE OF 212TH, 80' UPHILL FROM DRIVEWAY #4155 ACROSS FROM T 5 =
151 | 210854.86 1336846.51 10455 |SSNT N SIDE OF, 5 e i
— I
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QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

2 EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

3 EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY
REPAIR. SEE DETAIL SHEET RD-4.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK
DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.
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172406—-9081
CAROLYN BROD & DAVID CAFFEY
4155 212TH WAY SE
200 10 0 20 40

SCALE: HORIZONTAL ~ 17"=20"
VERTICAL 1"=10'

QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

A7
\\ 212TH WAY SE

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

|
|
|

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

6+10.57
™~

PT=4+74.96
‘\
\
\

PC:

.
—

_

\ /

w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

Gray & Osborne,

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL

6400 YPA e / E JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
s o g ; e / SURFACE JOINT.

Y.B.P.

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE

1"=20"(H)

DATE: FEB 2016
SCALE: 1"=10"(V)

CHECKED: C.B.W.

DRAWN:

INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

DATE | APPD | | APPROVED: B.L.S.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY
REPAIR. SEE DETAIL SHEET RD-4.

PRELIMINARY
NOT FOR
CONSTRUCTION
REVISION

= 172406-9012
- CHARLES LANGDON 11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK

~ \ (NO ADDRESS) DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

~_ 12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
179406—9022 ~__ TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD

No.

PLANS C—-20.10—-00 AND C-22.41-00.
ROB STURM & TIANA JEFFERSON

4160 212TH WAY SE 13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.

WASHINGTON

PLAN AND PROFILE
STA. 3+20 TO STA. 7+20

CITY OF SAMMAMISH

KING COUNTY
212TH WAY SE IMPROVEMENTS
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20 190 29 40
SCALE: HORIZONTAL 1"=20'
VERTICAL 1"=10"

ROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

N

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

w

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

~N

o]

CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY
REPAIR. SEE DETAIL SHEET RD-4.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK
DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

©

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.
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/
Y 172406—-9Q21
-/ / GUWy 8§ CURTIS

/ » (NQ ADDRESS) o]
/ g & g2
/ 5 o S slog
/ . g oEa . -3
, e BN g \%
/ F‘R‘ kf:‘ .“QE Y &< -7/\
// " gt sl A2 B B -7 A%
) b=l - wE -
172406-9015 y s alg " & %
GUY S CURTIS / I3 ol «
38 *

4065 212TH WAY SE /
/

212TH WAY SE |/

8' 'x 5° ROUNDED

— ROCK DISSIPATION
T PAD, PER DETAIL, / ,
P SHEET SD-5 /*20&"4 y
z
— v
P 172406-9010 /
P SENNIFER L KAPELA %
> 4060 212TH WAY SE /
/
_/
&
o 3 ¢ B
: - & :
pan = T< : < 8%
2 " i3 2% RIGHT % %
: s T T 0%
—2% LEFT AND RIGHT HIGH POINT ELEV=190.64 -4z

:LOW POINT ELEV=179.49:
LOW POINT 'STA=13+69.68
- PVI STA=13+99.68 - :
PVI ELEV=181.29

HIGH: POINT STA=15+17.58
PVISTA= 4 :87.58

1 LF 12" CPEP

200 10 0 20° 40"

SCALE: HORIZONTAL ~ 17"=20"
VERTICAL 1"=10'

QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

N

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY
REPAIR. SEE DETAIL SHEET RD-4.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK
DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.
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172406—9093 % N

CITYv OF SAMMAMISH - o o - -

(NO—ADDRESS) — 010" 0 ¢ (
SCALE: HORIZONTAL 1"=20'
VERTICAL 1"=10"

172406-9021 DA
GUY S CURTIS — /
(NO ADDRESS) “« - ’

/\%V /
21/2TH WAY SE

/ ¥.5H1V
- A2
P F7— kU ey S

e 1 / QROADWAY & STORM DRAINAGE NOTES
_— s 1.5H; TV \— ‘:F—~\ 5y V4

_ < - 1 CAUTION; POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL

W T 5 ~_ B N VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING

R P Vs (59 N ~_ UTILITY. * SEE ORDER OF WORK.
~ F.

L 7] ~ N 2 EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
o\a¥i Tk CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

NO. 3
N

2

/ ! 1724069020

|, ciyof SAMMAMISH
— ~ | /
e S | (N@ ADDRESS)

- v 90 __ _ Y 8 e / / /
/ 2
/ 74 (//

,- 48" 8," NO.- 6
OVE

\ AND
%TA 16+90,7' RT

STA. 15+38, 14’ LT
~N

CB TYPE 2, 48" ¢
'B TYPE 2

RIN
CB TYPE 1, NO. 8
STA. 18+20, 14" LT

Q
W

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

l

Gray & Osborne,

3 EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

1"=20"(H)
Y.B.P.

SCALE: 1"=10"(V)

© 4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
¢ JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
o SURFACE JOINT.

DATE: FEB 2016
CHECKED: C.B.W.

DRAWN:

pi? & 5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING

~z‘f/ DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD

PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE

@ Q/% POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
é‘/ INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

DATE | APPD | | APPROVED: B.L.S.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

N 8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
w AND FURNISH AND INSTALL NEW SOLID LID.

/
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STA. 16490, 16" RT
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CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

C
S
/
NOT FOR
CONSTRUCTION
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127
4/2/,}

So

PRELIMINARY

CB TYPE 1, NO. 5

671090TRCT
TRACT B PERIGRINE POINT

&

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY

REPAIR. SEE DETAIL SHEET RD-4.

192.03

188.90,,
59)

TYPE 1,

(NO ADDRESS)

188
No.

CB TYPE 2,/48”
W/ RING AND 'C

~ 11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK

CB TYPE 1:-NO. 4A
STA. 15+26, 20" RT

RIM

IE:

IE:

Py
STA. 1
17

DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

STA. 16+28

+
~
-
<
»

4% 13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
0% CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

8% 14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
R FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,

LOW POINT ELEV=192.50 © SEE SHEETS RP—1-RP—3 FOR MORE INFORMATION.

LOW POINT STA-1 5+56.23

220 16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
~~~~~~~~~~~~~~ & GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.

w 210 FACE OF CURB OFFSETS (RIGHT SIDE)

K=41.38
120.00' VC

FlNISHED GRADE \
@ ¢ CONSTRUCTION

(/2] NUMBER TYPE STATION OFFSET

® P.C. 15+57 17.30 R
H : : : : : : : i ® A2 16+68 17.30 R
........... 0 : [©) PT. 17480 17.30 R

P.l 18+17 16.00 R

.EVCE: 200.00 - - -

BVCS: 15+56.23

EVCS: 16+76.23

31 LF 127
$=0.006

WASHINGTON

FINISHED ELEVATION
@ ¢ CONSTRUCTION,

BACK OF SHOULDER OFFSETS (LEFT SIDE)

NUMBER TYPE STATION OFFSET
P.C. 15+54 16.30
A2 16+54 16.30

P.C.C. 17+54 16.30
A2 17+64 16.12
P.T. 17473 15.60
P.l 18+38 15.00

PLAN AND PROFILE
STA. 15+20 TO STA. 18+40

CITY OF SAMMAMISH

KING COUNTY

15+20 ' ' ' 16+00 ' ' ' ' 17+00 ' ' ' ' 8+00 18+40

212TH WAY SE IMPROVEMENTS

L
L
L
L
L
L

EREEEE

sHee:  R-5
0 1" 2" OF: XX

191.83

200.05
200.62
210.32
210.94

TWO INCHES AT FULL SCALE. JOB NO.: 14630

[E=187.64 12" CPEP NW
CB TYPE 2, 48" ¢, NO. 3
STA. 15+38, 14’ LT

RIM
IE=187.47 12" CPEP NE

IE=187.47 12" CPEP SE
IE=187.37 12" CPEP SW
IE=196.75 12" CPEP NW
CB TYPE 2, 48" @, NO. 6
IE=196.70 12" CPEP SE
IE=196.60 12" CPEP SW
CB TYPE 2, 48" ¢, NO. 7
W/ RING AND COVER
[E=206.44 12" CPEP E
IE=206.44 12" CPEP NE
IE=206.34 12" CPEP W
IE=207.44 12" CPEP SW

STA. 18+10, 6° RT

IE=196.70 12" CPEP E
RIM

W/ RING AND COVER
STA. 16+90, 7° RT

RIM

STA. 18+20, 14’ LT

STA. 15+24, 16’ RT
CB TYPE 1, NO. 5
STA. 16+90, 16’ RT
RIM

CB TYPE 1, NO. 8
RIM

CB TYPE 1, NO. 4

IF NOT, SCALE ACCORDINGLY DWG: PLANPROF




2/19/2016 4:40 PM,

F.dwg,

t\PLANPR

12th Way FINAL DESIGN\O1 Design\Plan

2

20 190 29 40
SCALE: HORIZONTAL 1"=20'
/ VERTICAL 1"=10"

SEE ALSO
WETLAND |
PLANS /

| QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

- «

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

Gray & Osborne,

1

%,
g

3

\

g
Q
w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

/9 é\.S‘/’, 4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
; 5 JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
r A SURFACE JOINT.
&

RN

2, 48" 8, NO.
Y.B.P.

1428, 157 LT

1"=20"(H)

SCALE: 1"=10"(V)

172406~35020
EdY OF PAMMAMISH
(NO #ADRRESS)</

F 12" CPEP

€B TYPE™1,,NO. 13
STA 20+20, 17" LT\
32 LF 8" bl

DATE: FEB 2016
CHECKED: C.B.W.

DRAWN:

/ U i _{5 / / 5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
/ /I // i /) ! DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,

- PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH

= CB
"y STAR

PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

DATE | APPD | | APPROVED: B.L.S.

2
/ I / L /
/ / / é(& / / / 6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
[ / TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

‘ / , AN 12 // / 7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
| 1 / / / CATCH BASIN.

/ / /' - " / / 8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
// /4 (] AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

NOT FOR
CONSTRUCTION
REVISION

(4) .

PRELIMINARY

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY

REPAIR. SEE DETAIL SHEET RD-4.

0.082

No.

~
~
48 LF 12" CPEP

S

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK

DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

d . ]
. P® w0 S ki
nl o L// // \“ ; [ [
# ~ v
il . ) “ |

/7_\'\‘00/'
S

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

No~11A
RATE ~~~

W/ BEEHIVE Gl

|

TSTORM DETENTION VAULT

(52'x120'=6,240 SF) / //
%

etn GF) 13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
(Depth=11" —> 68,

CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

238.76

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

STA. 21+73, 29’ RT
[E=235.10 12" CPEP SW

RIM

~
CB TYPE 1,

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.

FACE OF CURB OFFSETS (RIGHT SIDE)
NUMBER TYPE STATION OFFSET

203 LF 12" CPEP

P.C. 19+20 16.72 R
A2 19439 18.28 R
P.C.C. 19458 18.80 R
A2 20+78
P.C.C. 21+97
A2 22+06
P.T. 22+15

== = BACK OF SHOULDER OFFSETS (LEFT SIDE)
NUMBER TYPE STATION OFFSET

P.C. 19+12 17.80 L
82 20+61 17.80 L
P.T. 22410 | 17.80 L

18.80 R
18.80 R
18.68 R
18.34 R

/

s
\

RT

WASHINGTON

671090TRCT
TRACT B PERIGRINE POINT
(NO ADDRESS

/

65 LF 12" CPEP
/

/7
\
S
N
AN
AN
N
6660000

CB TYPE 2, 48" @,
STA. 20+03, 34’

PLAN
STA. 18+40 TO STA. 22+60

CITY OF SAMMAMISH

KING COUNTY

212TH WAY SE IMPROVEMENTS

sHee:  R-6
0 1" 2" OF: XX

SAMMAM\ 14630

M:\S

TWO INCHES AT FULL SCALE.
IF NOT, SCALE ACCORDINGLY

JOB NO.: 14630

DWG: PLANPROF
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4:44 PM,

016

)1 Design\Planset\PLANPROF.dwg, 2/19/2(

M:\SAMMAM\ 14630 212th Way FINAL DESIGN\(

. 4 7
—F & ™
00
o Z / x

SEE ALSO / // P

WETLAND - ’ ’ . .

" | PLans / 7 T082408-90t9 P Y, 200 19" 0 20 40
~

A AHMAD” NAZEMI _ // o b SCALE: HORIZONTAL ~ 1"=20' I
LA NO¥ ADDRESS ~240— - VERTICAL 1"=10'

\
\
\
\
\\
\ AN
2
¥
\
AN
AN
o

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

o %“ QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL

VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

STA. 22+65, 14 1T
N
-
%
.
L !
A
\

1
CB.TYPE 1, NO. 12
5§<0.005
\
\
\

) CITY OF SAMMARISH 7
S es 9 __~ANO ADDRESS) /

STA. 24+70, 14" LT
\\16 LF 12'\ CPEP
A\
\
AN

|
\
‘\
CB TYPE\1, NO._14

_— —

178406-9020 _ < / (
‘.

\

\

1.25H:1V

N

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

Gray & Osborne,

w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

1"=20"(H)
Y.B.P.

SCALE: 1"=10"(V)

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

DATE: FEB 2016
CHECKED: C.B.W.

DRAWN:

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING

DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH

PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

DATE | APPD | | APPROVED: B.L.S.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

- = - i — 7 7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
[ p— Y, S\ =TT SE CATCH BASIN.

- 8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,

212TH WA AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

|
|
\
\
‘\
\
)
\
\
|
o)
1%
|
X
=<

No.

R
>

MATCHLINE, STA. 22+60 - SEE SHEET R-6

, 48" 8, NO. 13
CPEP

NOT FOR
CONSTRUCTION
REVISION

AND COVER

2
|
|
\

\

|

263.20

'\

PRELIMINARY

752650TRCT
TRACT A SAMMAMISH TRAILS

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY

REPAIR. SEE DETAIL SHEET RD-4.

(NO ADDRESS)

RIM
137 LF 12" CPEP

STA. 24+70, 6’ RT

STA. 22+15, 6" RT
W/ RING AND COVER |

202 LF 12"
CB TYPE 1, NO. 14
W/ BEEHIVE GRATE|
IE=259.85 8" DI W |
13 LF 8” DI

0.006
CB TYPE 2, 48" ¢,

CB TYPE
W/ RING
S

No.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK

/ DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

<+ <
N 2 12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
9 It TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
= : — PLANS C—20.10-00 AND C—22.41—00.
% 2% RIGHT b 13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
: CONCRETE RETANING WALL. SEE DETAIL SHEETS RW—1—-RW—3.
14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
A FENCE SCHEDULE ON DETAIL SHEET RD—4.
HIGH POINT STA=28+44.97 : 15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
§P;/\I/| SgC;VZ_GZgGg : SEE SHEETS RP—1—RP—3 FOR MORE INFORMATION.
. AD.=-1.80% : 16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
..3§.6—..2)§§.376 ........... 1w & GUTTER, PER DETAIL, SHEET RD-2.
N g 17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
ar WSDOT DETAIL J—50.12 AND J—50.15.
ol|©o
N FACE OF CURB OFFSETS (RIGHT SIDE)
Bl
NUMBER TYPE STATION OFFSET
it
a (9 P.l. 22473 16.00 R
P.C. 24+32 16.00 R
FINSHED GRADE — () 52 25+01 16.00 R . o
@ ¢ CONSTRUCTION: PT. 25471 16.00 R T 8 E
: : 19
nw z 4 °
S %2 B ui
< £ 2 2 <
H H o &g
: : : : : : : : : = x 8 =
FINISHED  ELEVATION : : = g &2
@ § CONSTRUCTION, TYP. : : 5 : : : BACK OF SHOULDER OFFSETS (LEFT SIDE) g = g e
: w 8
NUMBER TYPE STATION OFFSET w : g z$
<
P 22483 | 15.00 L g 5 2 g
P.C. 24+32 15.00 L E o i o
5/2 25+01 15.00 L o z K
o
PT. 25471 15.00 L ~
" o
2 S - Y5 2z 4
=z =z
o 14 ooo a [+ oo a
o5 i <Yy Wi IS H efgl BEuwy
el © k8’ [SXsXS) e 0:8. SR
g5y BoY wan 27 1 B0 nbw sweer: R-8
e & N LR B IR
SO So¥Been o 5By = tBonen 0 L7 o XX
o Q< LZT - aos aZI0s 0o ! |
N = (3l =N
t<?§ "—'“(E%%% ?—'<.E§ t°‘<u¥§¥¥ TWO INCHES AT FULL SCALE. || JoB No.: 14630
ShEd Sl d ShE SShEwwdd IF NOT, SCALE ACCORDINGLY DWG: PLANPROF




\
HYPE 2, 4873, NO. 16

WX _RING" AND

0824069619 "~ —— %~ _ -
AMAD NAZEMI ——
(N© ADDRESS)

20 190 29 40
SCALE: HORIZONTAL 1"=20'
VERTICAL 1"=10"

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

-— : QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

R

G
\
\
|
|
" 9, NO.
AND | COVER

\
\

N

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

Gray & Osborne,

STA. 28+50, 6" RT' \

STANR6+10, 6' R
CB| TYPE 2,
W/ RING

I
|
|
/
"/
S
w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

1"=20"(H)
Y.B.P.

SCALE: 1"=10"(V)

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

DATE: FEB 2016
CHECKED: C.B.W.

DRAWN:

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING

DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH

PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

DATE | APPD | | APPROVED: B.L.S.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

212TH WAY SE

~_\0 T

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

NOT FOR
CONSTRUCTION
REVISION

\

\
\
]

PRELIMINARY

752650TRCT

>

\

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY

TRACT A
SAMMAMISH TRAILS
(NO ADDRESS)

REPAIR. SEE DETAIL SHEET RD-4.

" CPEP,
No.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK

283.41

DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

280.48 8” DI SW

W/ RING AND COVER
STA. 27+25, 6' RT
14 LF 8" DI

0.005

S
W/ BEEHIVE GRATE

STA. 2610, 15 RT
6 LF 127 CPEP

CB TYPE 1, NO. 18A
118 LF 12" CPEP
S=0,005

6 LF 12

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

RIM

| cB TYPE 2, 48" 8, NO. 18
1

‘| CB _TYPE 1, NO.) 19

STA.| 26+34

2% LEFT ¢ : : : 13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL

4:47 PM,

{ "HIGH POINT ELEV=293.05
" HIGH POINT | STA=28+44.97
{ PVl STA=26+76.97 '
PVI ELEV=281.63 |
A.D.==-1.80%
.......... K=186.67 -
336.00' V.C.

2% RIGHT

016

293.05

CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.

FACE OF CURB OFFSETS (RIGHT SIDE)

)1 Design\Planset\PLANPROF.dwg, 2/19/2(

M:\SAMMAM\ 14630 212th Way FINAL DESIGN\(

28+44.97

NUMBER TYPE STATION OFFSET

EVCE

P.C. 26+16 16.00 R
A2 26465 16.00 R
P.C.C. 27415 16.00 R
A2 28+05 16.50 R
P.C.C. 28+95 17.00 R

EVCS:

96666

FINISHED ELEVATION
@ ¢ CONSTRUCTION, TYP.

WASHINGTON

BACK OF SHOULDER OFFSETS (LEFT SIDE)

NUMBER TYPE STATION OFFSET
P.C. 26+16 15.00 L
A2 26+87 15.00 L

P.C.C. 27+58 15.10 L
A2 28+05 15.50 L

P.C.C. 28+52 15.89 L

PLAN AND PROFILE
STA. 26+00 TO STA. 29+00

CITY OF SAMMAMISH

KING COUNTY

26+00 ' ' ' ' ' ' ' ' 28+00

212TH WAY SE IMPROVEMENTS

©6666

17
19

sHee:  R-9
0 1" 2" OF: XX

275.55
275.47
284.39
293.08
293.27

TWO INCHES AT FULL SCALE. JOB NO.: 14630

CB TYPE 2, 48" ¢, NO. 16
W/ RING AND COVER
STA. 26+10, 6’ RT

RIM

CB TYPE 2, 48" ¢, NO. 18
W/ RING AND COVER
STA. 27+25, 6" RT

RIM
CB TYPE 2, 48" ¢, NO. 20

W/ RING AND COVER
STA. 28+50, 6’ RT

RIM

[E=271.43 12" CPEP NW
[E=271.43 12" CPEP NE
[E=271.43 12" CPEP SE
IE=271.48 12" CPEP SW
IE=280.39 12" CPEP NW
IE=280.39 8" DI NE
IE=280.29 12" CPEP SE
IE=289.05 12" CPEP W
IE=289.00 12" CPEP N
IE=289.00 12" CPEP E
IE=288.90 12" CPEP SE

STA. 28+50, 16' RT

STA. 26+10, 15' RT
RIM

RIM
CB TYPE 1, NO.

CB TYPE 1, NO.

IF NOT, SCALE ACCORDINGLY DWG: PLANPROF




4:50 PM,

016

)1 Design\Planset\PLANPROF.dwg, 2/19/2(

M:\SAMMAM\ 14630 212th Way FINAL DESIGN\(

— N
~r_ N\ 082406-9206 T N
\/></\ AHMAD NAZEMI-—__ — N N

- \(No~ ADDRESSY AN
\//5(30// AN

—

s 200 10 0 20° 40"
- — % h h re h h

\\\\ 3107 gy (1 - AN A SCALE: HORIZONTAL  17=20"
>N N A\ = VERTICAL 1"=10"

\ //'XJ ROADWAY & STORM DRAINAGE NOTES
LK \\ O
70N

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING

082%679205 UTILITY. ~ SEE ORDER OF WORK.

AHMAD | NAZEM\ EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".

(NO| ADDRESS) \ CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,

\ ‘

\
\

\
\
\

\
N
AN
i\

-

\

\
\
B
\
\
|
|
I
1

/
\

/

N\
\

\
T

\
\

7754 5 A
087406<9120 - N P . o — o
NERYL E MEIER - - // Ik — — 3
( ) / - - - -
(NO_ABDRESS) — e -
e
3
£

STA. 29+74, ' RT

AND

\

RIN

N\
\
\
\
\
\
\
CB TYPE 2, 148" ¢, NOJ 23

C_ STA. 31+67,|16" LT

.
=
CB TYPE 2, 48" 8, NO. 21
ONe

W

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

N

SHEET G-2.

T~ \l ! 3 EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
Y\\ \ RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.
~ _ &

Gray & Osborne,

31ﬁ°./?_%fA~ .
[ = __"BATKOF T0P GEOGRI e
N

EOGRID LAYER ~__ 4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL

T~ JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE

082406—3208 SURFACE JOINT.
AHNMAD NA
(NO ADDRE

Y.B.P.

éEM\‘ CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING

S)”" DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. ~COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

1"=20"(H)

DATE: FEB 2016
SCALE: 1"=10"(V)

CHECKED: C.B.W.

DRAWN:

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

DATE | APPD | | APPROVED: B.L.S.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

S b
752650TRCT 9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH x 9
TRACT A SAMMAMISH TRAILS BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER < X =
8 METER BOX TO GRADE. > o0 z
e (NO ADDRESS) sSuoD 5
9 10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY Sk 2
d)& ~ - REPAIR. SEE DETAL SHEET RD—4. 30 <|7) g
(%\ N3 §EE = N 13 \ . - \/ © 11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK E =22
"\ /// & ol sle gEM = & oho gl \ b NN & DRVEWAY REPAR. SEE DETAIL SHEET RD—4. x O
Q4 — | — oo S — a o N
? N &l “le L e . “l s\ . L \>$ 12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL ©
] ™ o K “ERR ™ I o N ™ O TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD -
7 N alg E§$ E s N Ei Slg N\ o <0 PLANS C—20.10-00 AND C—22.41-00. $
S N NI o el o
of |8 49 Cle ?‘-:qgg 5 3 . g ¢ 313 \\ 3 o @?’ N 13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
= HENEE: 8SHEL e ¥ als ald NEE & CONCRETE RETANING WALL. SEE DETAIL SHEETS RW—1—-RW—3.
_ I3 ) - [} - » )
< * x < ; i < 14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
= = d . 3 = g g = = FENCE SCHEDULE ON DETAIL SHEET RD—4.
4% | |2% LEFT g 0% LEFT §§ 2% LEFT 4% 15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
d g 0% SEE SHEETS RP—1—RP—3 FOR MORE INFORMATION.
—2% RIGHT d ~2% RIGHT 4% 16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
A SN & GUTTER, PER DETAIL, SHEET RD-2.
LOW: POINT ELEV=295.80 HIGH POINT STA=33+49.28 17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
LOW ‘POINT 'STA=28+85.32 PVl ‘STA=32+29.28: WSDOT DETAIL J—50.12 AND J—50.15.
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200 10 0 20° 40"

SCALE: HORIZONTAL ~ 17"=20"
VERTICAL 1"=10'
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CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
/'é e UTILITY. SEE ORDER OF WORK.

\

W/ RING AND COVER
STA. '33+25, 6' R

CB TYPE 2, 48"

\
\

STA. 35+45, 6

I
1
|
|

N

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

Gray & Osborne,

w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

Y.B.P.

1"=20"(H)

SCALE: 1"=10"(V)

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

DATE: FEB 2016

CHECKED: C.B.W.

DRAWN:

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING

PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD

g
<,
(‘) DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
ﬁ POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH

> PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
~ INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

DATE | APPD | | APPROVED: B.L.S.

=

D

D
S —
=

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

= —— —350— :

—360— —

=~

/s 7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
/ CATCH BASIN.

Q

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

AN
AN
\
=
BN
\\

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

NOT FOR
CONSTRUCTION
REVISION

\

COVER
\

PRELIMINARY

\
CPEP_

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY

REPAIR. SEE DETAIL SHEET RD-4.

752650TRCT >~
TRACT A SAMMAMISH TRAILS =

No.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK

0.009

r

6 LF 12" CPER

215 LF 12"

(NO ADDRESS) DRIVEWAY REPAIR. SEE DETAIL SHEET RD-—4.

SEE DETAIL SHEET SD—-6

CB TYPE 2, 48”\'#, NO.\34
CB TYPE 2, 48" @, NO. 36

W/ RING AND

STA. 33¥05, 32° RT
CB TYPE 1\ NO. 28
STA 33+25 15 RT
ST, 35+45, /15" RT
STA. 36472, 6 RT

6 LF 12" CPEP. |

s

CB TYPE 1, NO. 35
STA. 36472, 15" RT
30 LF 12" CPEP

W/ ADJUSTABLE WEIR
STA. 37+01, 22' RT
23 LF 12" CPEP

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

STA. 33+07

13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

STA. 35+41

—4% —2% RIGHT —2% LEFT AND RIGHT 14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE

FENCE SCHEDULE ON DETAIL SHEET RD-4.

i LOW POINT : ELEV=350.58
{LOW POINT STA=36+03.41
© PV STAS37+18.41

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

HIGH POINT ELEV=337:87

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
HIGH POINT STA=33+49.28

WSDOT DETAIL J-50.12 AND J-50.15.
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082406-9208

AHMAD NAZEMt
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SEE SHEET R-11
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SJA. 39+94

- STA.~39+58

STA. 39+21

Low F‘OINT ELEV=384.74
LOW POINT STA=39+79.40
PVI: STA=40+29.40

P\(i ELEV=389.49
:A.D.=2.50%
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100 00" V. C

LOW POINT ELEV=350.58
LOW POINT  STA=36+03.41 :
1 PVl STA=37+18.41 :
F'VI ELEV=356.33

O

200 10 0 20° 40"

SCALE: HORIZONTAL ~ 17"=20"
VERTICAL 1"=10'

ROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

N

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

w

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY
REPAIR. SEE DETAIL SHEET RD-4.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK
DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.
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L 'v . NUMBER TYPE STATION OFFSET
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RICHARD & LESLIE WYLES

| i
4/ 082406-9049 T~

3605 212TH AVE SE
~ 031850-0370

AN CITY OF SAMMAMISH
N (NO ADDRESS)

STA. 41474, 19.8'+ LT

|
|
|
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|
ll
END OF GUARDRAIL ,I AN
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|
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|

|

R
PT=42448.75
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SCALE: HORIZONTAL ~ 17"=20"
VERTICAL 1"=10'

QROADWAY & STORM DRAINAGE NOTES

1 CAUTION: POTENTIAL UTILITY CONFLICT. CONTRACTOR SHALL
VERIFY (POTHOLE) EXACT LOCATION AND DEPTH OF EXISTING
UTILITY. SEE ORDER OF WORK.

EXISTING UTILITY TO BE REMOVED OR RELOCATED "BY OTHERS".
CONTRACTOR SHALL COORDINATE. SEE GENERAL NOTE 2,
SHEET G-2.

N

w

EXISTING FIRE HYDRANT/WATER METER TO BE REMOVED AND
RELOCATED "BY OTHERS". CONTRACTOR SHALL COORDINATE.

4 CONTRACTOR SHALL SAWCUT EXISTING ASPHALT PAVEMENT, SEAL
JOINT (WHERE APPLICABLE) THEN APPLY SAND BLANKET TO THE
SURFACE JOINT.

5 CONTRACTOR SHALL REMOVE AND WASTEHAUL EXISTING
DRAINAGE STRUCTURE/PIPE, CURB & GUTTER, SIDEWALK,
PAVEMENT, CONC. FOUNDATION, FENCE, GATE, RAILING, WOOD
POLE, GUARDRAIL PER THE SPECIFICATIONS. COORDINATE WITH
PROPERTY OWNER(S) PRIOR TO REMOVAL. THIS WORK TO BE
INCLUDED IN REMOVAL OF STRUCTURES & OBSTRUCTIONS.

6 CONTRACTOR SHALL SAWCUT EXISTING CURB AND/OR SIDEWALK
TO NEAREST FULL JOINT AND PROVIDE CLEAN EDGE.

7 CONTRACTOR SHALL CONNECT EXISTING STORM PIPE TO NEW
CATCH BASIN.

8 CONTRACTOR SHALL ADJUST EXISTING CATCH BASIN TO GRADE,
AND FURNISH AND INSTALL NEW SOLID LID.

9 CONTRACTOR SHALL ADJUST EXISTING STORM MANHOLE, CATCH
BASIN, MONUMENT CASE AND COVER, WATER VALVE BOX, WATER
METER BOX TO GRADE.

10 CONTRACTOR SHALL FURNISH AND INSTALL ASPHALT DRIVEWAY
REPAIR. SEE DETAIL SHEET RD-4.

11 CONTRACTOR SHALL FURNISH AND INSTALL CRUSHED ROCK
DRIVEWAY REPAIR. SEE DETAIL SHEET RD—4.

12 CONTRACTOR SHALL FURNISH AND INSTALL BEAM GUARDRAIL
TYPE 31 AND NON—FLARED TERMINAL PER WSDOT STANDARD
PLANS C-20.10-00 AND C-22.41-00.

13 CONTRACTOR SHALL FURNISH AND INSTALL SEGMENTAL
CONCRETE RETAINING WALL. SEE DETAIL SHEETS RW—1-RW-3.

14 CONTRACTOR SHALL FURNISH AND INSTALL NEW FENCE. SEE
FENCE SCHEDULE ON DETAIL SHEET RD-4.

15 CONTRACTOR SHALL FURNISH AND INSTALL NEW ADA RAMPS,
SEE SHEETS RP—1-RP-3 FOR MORE INFORMATION.

16 CONTRACTOR SHALL FURNISH AND INSTALL NEW ROLLED CURB
& GUTTER, PER DETAIL, SHEET RD-2.

17 CONTRACTOR SHALL FURNISH AND INSTALL TYPE 3 LOOPS PER
WSDOT DETAIL J-50.12 AND J-50.15.
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¢ CONSTRUCTION 212TH WAY SE

FINISHED GRADE, TYP.

ROADWAY PAVEMENT SECTION

@ 2" COMPACTED DEPTH HMA CLASS 1/2".

@ 4" COMPACTED DEPTH HMA CLASS 1/2".

@ 5" COMPACTED DEPTH CRUSHED SURFACING BASE COURSE
@ SUITABLE NATIVE, AND/OR GRAVEL BORROW.

RIGHT—-OF—WAY

REINFORCED SLOPE HEIGHT (H)

GEOTEXTILE REINFORCEMENT,
PER WSDOT 9-33.2(2), TYP.

REINFORCED SOIL SLOPE

SEE SLOPE VEGITATION DETAIL, THIS

SHEET, FOR PLANTING INSTRUCTIONS

VARIES VARIES |
|
|
VAREES, 11 TYP. VARIES, 11 TYP. 1%
SEE PLAN FOR WIDENING SEE PLAN FOR WIDENING S
| 30%, 4 AT HORIZONTAL CURVE(S) AT HORIZONTAL CURVE(S) 5 | ol
| o
SHOULDER SHOULDER I
1o
TYPE 31 GUARDRAIL PER ug’ =
WSDOT STD. DETAILS. b FINISHED GRADE |
Wi @ G CONSTRUCTION |
<2 |
[N ()
TYPE 5 EXTRUDED CONCRETE CURB AT VARIES * * VARIES (Tfp) EXISTING
BEAM GUARDRAIL PER WSDOT STANDARD. 14" 2% TYP. 2% TYP. - GRADE
DETAILS F—10.40-02 AND F~10.42-00. ~— — ; 1
, s -~ : NEW DITCHLINE,/
3 MAX (TYP.) MAINTAIN DITCH
N (SEE PLANS)
FILL SLOPE g SEE PAVEMENT SECTION CEMENT CONCRETE TRAFFIC
1.25H:1V OR DETAIL, THIS SHEET. CURB AND GUTTER, TYP. PER
1.50H: 1V CITY OF SAMMAMISH STD.

(SEE PLANS)

PER WSDOT 9-03.14(2)

GEOTEXTILE SPACING ()

12” CHIMNEY DRAIN
(PERMEABLE BALLAST PER WSDOT 9-03.9(2))

NOTE:

DETAIL FIG. 2—-14.

X SLOPE VALUE AND DIRECTION VARIES (SEE PLANS).

SUITABLE NATIVE OR SELECT BORROW

CONSULTING ENGINEERS
701 DEXTER AVENUE NORTH SUITE 200

SEATTLE, WASHINGTON 98109 e (206) 284-0860

Gray & Osborne,

EMBANKMENT REPAIR SECTIONS

EXISTING GRADE \
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CLASS B, NONWOVEN GEOTEXTILE
FOR UNDERGROUND DRAINAGE
W/ MODERATE SURVIVABILITY
PER WSDOT 9-33.2

CONTRACTOR SHALL FURNISH
AND INSTALL LIVE PLANTINGS
EVERY THIRD GEOTEXTILE LEVEL

SLOPE VEGETATION

NOT TO SCALE

‘—12” BLANKET DRAIN

(PERMEABLE BALLAST
PER WSDOT 9-03.9(2))

SECTION STATION H L A

STA. 15+00 TO

A |STA 19700 & 10 14 15 |RECOMMENDATION
(APPROXIMATE)
STA. 22+00 TO

B STA. 30+00 16' T0 51’ 25° RECONMENDATION
(APPROXIMATE)
STA. 30+00 TO

c STA. 36+00 1 70 38 20° RECOMMENDATION
(APPROXIMATE)

GEOGRID LENGTH (L)

TYPICAL CROSS-SECTION: 212TH WAY SE

APPROX. STATION 14+00 TO APPROX. STATION 41+25

NOT TO SCALE

¢ CONSTRUCTION 212TH WAY SE

VARIES VARIES

2.5 | VARIES VARIES

PLANE EXISTING PAVEMENT
2" DEPTH

EXISTING GUARDRAIL 2” COMPACTED DEPTH

HMA OVERLAY

VARIES * * VARIES

TYPICAL CROSS-SECTION: 212TH WAY SE

APPROX. STATION 0+55 TO APPROX. STATION 14+00
NOT TO SCALE

T T RIGHT-OF—WAY

NOTE:

* SLOPE VALUE AND DIRECTION VARIES (MATCH

EXISTING).

=z 0 (]
S k= =z
T 5 2 []
w z 4 5
= I = bt
= 2 w 7}
< > 3 2
= 4 ]
= a 3
< = >
%) w g
5t 5 3
© =z 2 ¢
>3 =2 ¢«
l_ (&] -
- T <
O z = <]
g o [
N =
sHEET:  TS-1
OF: XX
JOB NO.. 14630
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