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TECHNICAL MEMORANDUM

November 18, 2016

Phoebe Johannessen

Marc Kendall

Preliminary Illumination Technical Memo

PROJECT NUMBER: 554-1521-075

PROJECT NAME: East Lake Sammamish Trail - Inglewood Hill Parking Lot

PROJECT SUMMARY

Project Description

As part of the East Lake Sammamish Trail project, lighting is required at the Inglewood Hill Parking Lot along East
Lake Sammamish Parkway SE between NE 16th St and NE Inglewood Hill Rd. The lighting requirement stems from
City of Sammamish Public Works Standards Interim section PWS.15.330, which requires all developments
requiring frontage improvements to install street lights.

The East Lake Sammamish Trail project is being funded by King County.

Existing Illumination

There is no existing lighting at the parking lot, trail or adjacent East Lake Sammamish Parkway SE.

The area is primarily a residential area Lighting Zone with low ambient lighting.

The site slopes down gradually from East LakeSammamish Parkway SE through the parking lot and then there is a
fairly steep slope down towards waterfront residences and the shoreline of Lake Sammamish.

The main source of pedestrians is the East Lake Sammamish Trail.

Proposed Illumination Upgrades

Illumination is proposed in order to provide for safety of traffic and pedestrian circulation in the parking lot and
sidewalk through the parking area. Since the neighborhood is residential with low existing ambient lighting levels,
up-light and light trespass are primary concerns and should be minimized.

Per City of Sammamish Public Works Standards Interim, Section PWS.15.340, pedestrian scale light poles shall be
16 feet high, with acorn style fixtures. Per City of Sammamish Municipal Code Section 21A.30.230, parking lot
lighting fixtures shall be partially shielded to limit up-light and shall be installed to cause minimal or no light
trespass onto adjacent properties. Acorn style fixtures are not ideal in this application because their design makes

it difficult to limit up-light and light trespass. Because of these limitations, an alternative light is proposed.

Since the majority of lighting within the City is installed and maintained by Puget Sound Energy (PSE), an
alternative fixture was selected from the PSE standard fixtures list. The Architectural Area Lighting (AAL)
Providence fixture was selected because it is typically used in similar applications as the acorn, has no up-light,
and has minimal light trespass. A second alternative, the AAL Largent fixture was also checked as a second
alternative option.








































